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MJ1230C
DC CONVERTER
installation instructions

included: tools needed:
(not supplied)

Madjax recommends professional installation. If you choose to not have this product installed 
by a professional, we highly recommend that you exercise caution, care, and patience when 
installing this product.

Yellow:  48v/36v Input (+) From Battery
Green:  48v/36v Switched Input (+) From Keyswitch
Black:  Ground (-) From Battery
Red:  12v Switched Output (+)
Blue:  12v Constant Output (+)

Converter Wire Stripper Cutters

DC CONVERTER Wiring Pigtail



INSTALLATION COMPLETE
E-Z-GO®, E-Z-Go® TXT®, and E-Z-Go® RXV® are registered trademarks of Textron Innovations, Inc. Club Car®, Club Car® Precedent®, 
and Club Car® DS® are registered trademarks of Ingersoll Rand, Inc. Yamaha®, Yamaha® Drive®, G-14®, G-16®, G-19®, and G-22® are 
registered trademarks of Yamaha Golf-Car Company. Any reference to Club Car®, E-Z-Go®, or Yamaha® or their associated trademarks, 
word marks, and products are only for purposes of identifying golf carts with which this Madjax product is compatible. Madjax products 
are aftermarket parts and are not original equipment parts. Madjax is not connected to, affiliated with, sponsored by, or endorsed by either 
Textron Innovations, Inc., Ingersoll Rand, Inc., Yamaha Golf Cart Company, or any of their parent or subsidiary companies.

IMPORTANT
In order to ensure proper function of your MadJax DC to DC Converter, you must first deter-
mine your main positive and negative battery terminals. Wires 3 and 5 MUST be connected across 
your entire battery pack and wire 4 MUST be connected to your keyswitch.  In 48V applications, 
not connecting the Converter across the entire battery pack will result in an uneven draw 
which could shorten the life of your battery pack. In 36V applications, failure to connect the 
Converter across the entire battery pack will result in the unit not functioning.
During normal operation, the Madjax DC to DC Converter will generate a significant amount of 
heat. The unit should be mounted to a metal frame member in order to prevent possible damage 
to your cart.
If you do not use either wire 1 or wire 2, you MUST cap the wire with a wire nut or a crimp cap, 
as the wire will be live.


